
Manufacturer: SMA Technologie AG

Model #: SB6000U-(208Vac config)

Rated Maximum Continuous Output Power: 5.2 kW Night Tare Loss: 0.2042 W

Vmin: 250 Vdc Vnom: 334 Vdc Vmax: 480 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) Wtd
Vmin 93.09% 95.24% 95.60% 95.61% 94.78% 94.16% 94.98%
Vnom 91.60% 94.65% 95.15% 95.27% 94.63% 93.76% 94.66%
Vmax 88.63% 92.33% 93.49% 93.94% 93.69% 93.10% 93.42%

CEC Efficiency = 94.5%
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Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 541 261 93.04% 542 261 93.19% 541 261 93.06% 541 261 93.12% 541 261 93.04%
20% Vmin 1,083 261 95.32% 1,082 261 95.33% 1,081 261 95.09% 1,082 261 95.27% 1,081 261 95.17%
30% Vmin 1,621 261 95.65% 1,622 261 95.73% 1,621 261 95.53% 1,620 261 95.60% 1,621 261 95.49%
50% Vmin 2,716 261 95.40% 2,720 261 95.57% 2,721 261 95.71% 2,723 261 95.75% 2,721 261 95.64%
75% Vmin 4,051 261 94.78% 4,052 261 94.83% 4,053 261 94.78% 4,051 261 94.80% 4,050 261 94.71%
100% Vmin 5,351 261 94.12% 5,350 261 94.17% 5,349 261 94.12% 5,351 261 94.21% 5,350 261 94.17%
10% Vnom 550 311 91.59% 550 311 91.68% 550 311 91.57% 550 311 91.62% 549 311 91.56%
20% Vnom 1,100 311 94.71% 1,099 311 94.67% 1,099 311 94.62% 1,100 311 94.65% 1,099 311 94.58%
30% Vnom 1,626 311 95.19% 1,625 311 95.08% 1,626 311 95.13% 1,626 311 95.20% 1,626 311 95.14%
50% Vnom 2,713 311 95.09% 2,717 311 95.23% 2,719 311 95.40% 2,717 311 95.37% 2,716 311 95.23%
75% Vnom 4,047 311 94.58% 4,046 311 94.64% 4,048 311 94.67% 4,048 311 94.58% 4,049 311 94.67%
100% Vnom 5,445 314 93.78% 5,443 314 93.78% 5,441 314 93.67% 5,441 314 93.81% 5,441 314 93.78%
10% Vmax 606 480 88.75% 604 481 88.63% 605 480 88.68% 605 481 88.59% 604 481 88.52%
20% Vmax 1,140 480 92.31% 1,141 480 92.31% 1,143 480 92.40% 1,141 481 92.31% 1,141 480 92.31%
30% Vmax 1,630 480 93.41% 1,632 480 93.52% 1,633 480 93.47% 1,633 480 93.47% 1,633 480 93.58%
50% Vmax 2,656 480 93.98% 2,654 480 93.88% 2,655 480 93.88% 2,658 480 94.02% 2,657 480 93.95%
75% Vmax 3,944 480 93.73% 3,945 480 93.68% 3,946 480 93.64% 3,947 480 93.66% 3,947 480 93.73%
100% Vmax 5,171 480 93.09% 5,168 480 93.07% 5,172 480 93.14% 5,172 480 93.09% 5,173 480 93.14%


